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Trigger Containment is a pre-engineered modular system, easily assembled on site or
pre-fabricated. Trigger Containment is designed to provide a low maintenance and
durable waste bin enclosure system suitable for residential and commercial building
sites. Trigger enclosures are designed to provide a low maintenance and durable waste
bin enclosure system as well as retaining walls, fencing and building options.

Trigger Containment is constructed of the highest quality roll formed galvanized
material, which prevents corrosion in harsh weather environments. Trigger
Containment provides a vast number of products designed for use in waste
management area controlled enclosures.
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WALL PANEL ASSEMBLY
NORD-CUS-1.0

WALL PANEL ASSEMBLY

WALL POST END CAP 5/16” x 1” DRILLING SCREW
No. of Pieces: 4 No. of Pieces: 24

WALL VERTICAL POST #NORD-CUS-020 H#NORD-TRIG-04

No. of Pieces: 2
#NORD-CUS-021

WALL PANEL SHEET
34” Hx 4” W x 127 11/16” L
No. of Pieces: 2
#NORD-CUS-022
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ENCLOSURE WALL PANEL ASSEMBLY INSTRUCTION

POST TOP END

1. ON THE BOTTOM OF THE WALL POST
(NORD-CUS-021), PLACE ONE OF THE POST
END CAP (NORD-CUS-020). THE TOP OF THE
POST IS THE END CLOSEST TO THE LIFTING
HOLE (AS SHOWN ON FIG. 1.1.2).

LIFTING
HOLE

[ [C B

2. BEFORE FASTENING THE END CAP WITH THE 5/16” x 1” LG DRILLING SCREW, PUSH
OUT THE OPENING OF THE WALL POST WITH THE SPREADER BAR (NORD-CUS-100), AS
SHOWN ON FIG. 1.2.1 OR WITH ANYTHING THAT CAN PUSH THE OPENING WIDE
ENOUGH TO FIT THE WALL PANELS WHEN YOU HAVE TO INSERT IT.

3. ONCE THE OPENING OF THE WALL POST IS WIDE ENOUGH
TO FIT THE PANEL, SECURE THE POST END CAP WITH THE
5/16” x 1” LG DRILLING SCREW (FIG. 1.3.1) S
o 4, SET ASIDE WALL POST & REPEAT STEP 1, 2 & 3 ON THE ,' i
o OTHER POST. i
r

5. AFTER PUTTING THE SCREWS ON THE END CAP, MOVE THE SPREADER BAR PAST THE

CENTER OF THE WALL POST AND PRISE THE OPENING (FIG. 1.5.1). ".

_|

6. INSERT THE WALL PANEL SHEET (NORD-CUS-022) ON THE
OPENING OF THE WALL POST (FIG.1.6.1). WITH THE HELP OF THE
SPREADER AND THE POST END CAP PLACED ON THE BOTTOM,
THE WALL PANEL SHOULD EASILY SLIDE INTO THE OPENING ON
THE POST. PUSH ALL THE WAY UNTIL THE EDGE OF THE PANEL
TOUCHES FLAT TO THE INSIDE WALL OF THE POST. REPEAT THE
SAME PROCEDURE TO THE OTHER SIDE OF THE WALL PANEL (FIG.
1.6.2)

7. PLACE THE ASSEMBLY ON TOP OF A TABLE OR IF WORKING ON SITE, LAY THE
ASSEMBLY ON THE FLOOR TO HAVE ACCESS TO THE BOTTOM OF THE ASSEMBLY. ON
THE BOTTOM OF THE ASSEMBLY, ONTO THE POST CAP, PLACE THE SCREW TO SECURE
THE WALL PANEL SHEET TO THE WALL POST (FIG. 1.7.2).

N
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8. PLACE THE SPREADER BAR ABOUT 5 INCHES FROM
THE TOP OF THE POST (FIG. 1.8.1) AND INSERT THE
OTHER WALL PANEL SHEET TO THE OPENING
THROUGH THE TOP OF THE WALL POST (FIG. 1.8.2).
ONCE THE WALL PANEL SHEET HAS BEEN INSERTED TO
THE FIRST WALL POST, DO THE SAME THING ON THE

OTHER WALL POST. FIG.1.8.1

9. ONCE THE OTHER END OF THE WALL PANEL SHEET IS INSERTED TO THE OPENINGS OF BOTH POSTS IT WILL
EASILY GLIDE INSIDE THE WALL POST. PUSH THE WALL PANEL SHEET UNTIL IT TOUCHES THE OTHER WALL PANEL
SHEET (FIG. 1.9.1). MAKE SURE THAT THE EDGES OF THE WALL PANEL SHEETS ARE FLAT TO THE INSIDE WALL OF
THE WALL POST.

10.0NCE THE WALL PANELS SHEETS ARE IN THE RIGHT PLACE, PUT
THE END CAPS ON THE TOP OF THE WALL POST (FIG. 1.10.1)
CHECK FOR SQUARE AND SECURE IT BY PLACING THE 5/16” x 1”
DRILLING SCREWS REQUIRED FOR THE POST END CAP.

11. AFTER SECURING THE WALL PANEL SHEETS AND THE WALL POST TOGETHER,
STAND THE ASSEMBLY AND BIND THE TWO WALL PANELS TOGETHER BY PLACING
5/16” x 1” DRILLING SCREW 4 INCHES FROM THE INSIDE FACE OF THE WALL POST
(FIG.1.11.1). THEN FROM THE FIRST SCREW MEASURE 16 1/2” AND PLACE THE
NEXT SCREW, AND REPEAT UNTIL ALL 8 SCREWS ARE IN PLACE TO BIND THE WALL
PANEL SHEETS TOGETHER

TOP

FIG.1.11.1

LIFT HOLE

12. ONCE THE SCREWS ARE IN PLACE, THE
ENCLOSURE WALL PANEL ASSEMBLY IS NOW READY
TO MOVE TO THE NEXT STEP. JUST REPEAT THE
PROCEDURE BASED ON THE QUANTITY OF
ENCLOSURE WALL PANEL ASSEMBLY REQUIRED.

NOTE:
CHECK TO CONFIRM SQUARE
SSEMBLY DRAWING ATTACH

TRIGGER ENCLOSURE - ASSEMBLY INSTRUCTION MANUAL
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1. TO ASSEMBLE THE SOLID DOUBLE GATE PANEL (#NORD-CUS-2.0-RIGHT OR
NORD-CUS-3.0 LEFT), INSERT ONE OF THE GATE PANEL SHEETS (NORD-CUS-
011) TO THE GATE PANEL SIDE PLATE (NORD-CUS-012) AS SHOWN ON

FIG.2.1.1. PUSH THE GATE PANEL SHEET ALL THE WAY IN UNTIL THE EDGE
TOUCHES THE INSIDE WALL OF THE GATE PANEL SIDE PLATE.

2. SLIDE THE GATE PANEL SHEET DOWN UNTIL THE BOTTOM OF THE SIDE PLATE IS
FLAT TO THE BOTTOM OF THE GATE PANEL SHEET, CHECK FOR SQUARE. SECURE
THE SHEET WITH THE 5/16” x 1” DRILLING SCREW, 3 LOCATIONS ON THE FRONT
AND 2 ON THE BACK SIDE OF THE ASSEMBLY (FIG. 2.2.1).

3. INSERT THE SECOND GATE PANEL SHEET ON TOP OF THE FIRST GATE PANEL
SHEET. PUSH IT ALL THE WAY INSIDE THE GATE PANEL SIDE PLATE, CHECK FOR
SQUARE AND SECURE IT BY PLACING THE DRILLING SCREWS (FIG. 2.3.1).

4. ON THE OTHER SIDE OF THE ASSEMBLY, PLACE THE OTHER GATE PANEL SIDE
PLATE. PUSH IT ALL THE WAY IN AND LEVEL THE SIDE PLATE TO THE OTHER
SIDE. PLACE THE DRILLING SCREW TO THE HOLES PROVIDED, BOTH FRONT AND
BACK OF THE PLATE (FIG. 2.4.1).

5. ON THE BACK SIDE OF THE ASSEMBLY, PLACE THE DRILLING SCREW TO
ATTACH THE 2 GATE PANEL SHEETS TOGETHER (FIG. 2.5.1). PLACE THE FIRST
SCREW 3 INCHES AWAY FROM THE INSIDE FACE OF THE SIDE PLATE. THEN
PLACE THE REMAINING 4 DRILLING SCREWS 14 INCHES AWAY FROM ONE TO
THE OTHER. AFTER ALL THE DRILLING SCREWS ARE PLACED, THE GATE PANEL

ASSEMBLY IS NOW READY TO GO TO THE NEXT STEP DEPENDING WHAT
CONFIGURATION OF THE GATE IS REQUIRED (LEFT OR RIGHT).

TRIGGER ENCLOSURE - ASSEMBLY INSTRUCTION MANUAL



ASSEMBLY KIT

#NORD-CUS-2.0
RIGHT HINGE

#NORD-CUS-3.0
LEFT HINGE

SOLID DOUBLE GATE PANEL ASSEMBLY

PARTS:

5/16” x 1” DRILLING SCREW

No. of Pieces: 25
#NORD-TRIG-04

GATE PANEL SHEET 28” Hx 4” W x 59” LG
No. of Pieces: 2
#NORD-CUS-011

SOLID GATE SIDE PLATE
No. of Pieces: 2
#NORD-CUS-012
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ASSEMBLY KIT

#NORD-CUS-3.0
LEFT HINGE

SOLID DOUBLE GATE LEFT CONFIGURATION

GATE HINGE PLATE LEFT GATE LOCK PLATE
No. of Pieces: 2 No. of Pieces: 1
#NORD-CUS-017 #NORD-CUS-019

SOLID DOUBLE GATE PANEL ASS’Y
No. of Pieces: 1
#NORD-CUS-3.0

5/16” x 1” DRILLING SCREW

No. of Pieces: 20
#NORD-TRIG-04

GATE STIFFENER PLATE
No. of Pieces: 1
#NORD-CUS-013

TRIGGER ENCLOSURE - ASSEMBLY INSTRUCTION MANUAL
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1. PLACE THE SOLID DOUBLE GATE ASSEMBLY
(NORD-CUS-3.0) FLAT ON THE TABLE OR ON
THE GROUND FACING FRONT (FIG. 3.1.1).
MEASURE 2 3/8” FROM THE LEFT BOTTOM

OF THE GATE (FIG. 3.1.2)
FIG.3.1.2

2. ON TOP OF 2 3/8” MEASUREMENT, PLACE THE
GATE HINGE PLATE (NORD-CUS-017) AND SECURE
IT BY PUTTING THE 5/16” x 1” LG DRILLING SCREWS |
(FIG. 3.2.1). I

3. AFTER PLACING THE FIRST HINGE TO THE GATE
PANEL ASSEMBLY, MEASURE 28 1/2” FROM THE A
TOP OF THE BOTTOM HINGE TO PLACE THE TOP
HINGE. ATTACH THE TOP HINGE USING THE 5/16” x
1” LG DRILLING SCREWS (FIG. 3.3.1).

4. FROM THE RIGHT TOP CORNER OF THE GATE
PANEL ASSEMBLY, MEASURE 24 1/4” TO PLACE THE
LEFT GATE LOCK PLATE (NORD-CUS-019). SECURE
THE PLATE WITH THE DRILLING BOLTS AS SHOWN
ONFIG. 3.4.1.

4. AFTER PLACING THE LEFT GATE LOCK PLATE, FLIP THE GATE
PANEL ASSEMBLY, AND PLACE THE GATE STIFFENER BAR (NORD-
CUS-013). FACING THE REAR FACE OF THE GATE ASSEMBLY,
PLACE THE OTHER END OF THE STIFFENER BAR ON THE BOTTOM
RIGHT (HINGE PLATE SIDE) AND THE OTHER END ON THE TOP
LEFT (LOCK PLATE SIDE) OF THE GATE PANEL ASSEMBLY (FIG.
3.5.1). THE EDGE OF THE STIFFENER BAR SHOULD NOT PASS THE
BOTTOM AND TOP SIDE OF THE ASSEMBLY FOR SAFETY
PURPOSES. CHECK FOR SQUARE. ONCE IN PLACE SECURE THE
STIFFENER WITH THE DRILLING SCREWS.

FIG.3.5.1
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ASSEMBLY KIT #NORD-CUS-2.0
RIGHT HINGE

SOLID DOUBLE GATE RIGHT CONFIGURATION

PARTS:

GATE HINGE PLATE RIGHT GATE LOCK PLATE
No. of Pieces: 2 No. of Pieces: 1
#NORD-CUS-017 #NORD-CUS-010

SOLID DOUBLE GATE PANEL ASS’Y
No. of Pieces: 1
#NORD-CUS-2.0 RIGHT

P
5/16" X 1” DRILLING SCREW

No. of Pieces: 20
#NORD-TRIG-04

GATE STIFFENER PLATE
No. of Pieces: 1
#NORD-CUS-013

TRIGGER ENCLOSURE - ASSEMBLY INSTRUCTION MANUAL
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1. PLACE THE SOLID DOUBLE GATE ASSEMBLY
(NORD-CUS-2.0 RIGHT HINGE) FLAT ON THE
TABLE OR ON THE GROUND FACING FRONT
(FIG. 4.1.1). MEASURE 2 3/8” FROM THE
RIGHT BOTTOM OF THE GATE (FIG. 4.1.2)

FIG.4.1.1

FIG. 4.1.2

1” LG DRILLING SCREWS (FIG. 3.3.1).

ONFIG. 4.4.1.

5. AFTER PLACING THE RIGHT GATE LOCK PLATE, FLIP THE GATE
PANEL ASSEMBLY, AND PLACE THE GATE STIFFENER PLATE
(NORD-CUS-013). FACING THE REAR FACE OF THE GATE
ASSEMBLY, PLACE THE OTHER END OF THE STIFFENER BAR ON
THE BOTTOM RIGHT (HINGE PLATE SIDE) AND THE OTHER END
ON THE TOP LEFT (LOCK PLATE SIDE) OF THE GATE PANEL
ASSEMBLY (FIG. 4.5.1). THE EDGE OF THE STIFFENER BAR
SHOULD NOT PASS THE BOTTOM AND TOP SIDE OF THE
ASSEMBLY FOR SAFETY PURPOSES. CHECK FOR SQUARE. ONCE IN
PLACE SECURE THE STIFFENER WITH THE DRILLING SCREWS.

2. ON TOP OF 2 3/8” MEASUREMENT, PLACE THE
GATE HINGE PLATE AND SECURE IT BY PUTTING
THE 5/16” x 1” LG DRILLING SCREWS (FIG. 4.2.1).

3. AFTER PLACING THE FIRST HINGE TO THE GATE
PANEL ASSEMBLY, MEASURE 28 1/2” FROM THE
TOP OF THE BOTTOM HINGE TO PLACE THE TOP
HINGE. ATTACH THE TOP HINGE USING THE 5/16” x

4. FROM THE LEFT TOP CORNER OF THE GATE
PANEL ASSEMBLY, MEASURE 21 3/8” TO PLACE THE
RIGHT GATE LOCK PLATE (NORD-CUS-010). SECURE
THE PLATE WITH THE DRILLING BOLTS AS SHOWN

| =

L

1a-

FIG.4.3.1
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SIDE WALL PANEL
#NORD-CUS-1.0

FIG.5.1.3

_'_

48 7/16 i

ENCLOSURE ASSEMBLY (WALL)
ASSEMBLY KIT #NORD-CUS -10X10

FiNORDIC-CUS-017

1. PLACE THE SOLID WALL ASSEMBLY
(NORD-CUS-1.0) FLAT ON TABLE OR ON
GROUND FACING FRONT (FIG.5.1.1)
MEASURE 14 7/16” FROM THE LEFT
BOTTOM OF WALL POST.

14 7/16

FIG.5.1.1

2. ON TOP OF THE 14 7/16” MEASURMENT MARK, PLACE THE GATE HINGE
PLATE (NORD-CUS-017) AND SECURE WITH THE 5/16” X 1” LG DRILLING

SCREWS (FIG.5.1.2)

3. AFTER PLACING THE THE FIRST HINGE TO THE WALL
PANEL ASSEMBLY, MEASURE 48 7/16” FROM THE LEFT
BOTTOM OF THE WALL POST (FIG.5.1.3) ATTACH THE

TOP HINGE USING THE 5/16” X 1” LG DRILLING SREWS

(FIG. 5.1.2)

LATE - 5/16” x 1” DRILLING SCREW
P No. of Pieces: 22 Ealle HIN.GE PL_ATE
#NORD-CUS-1.0 #NORD-TRIG-04 No. of Pieces: 2
#NORD-CUS-017
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SIDE WALL

ENCLOSURE ASSEMBLY #NORD-CUS-1.0
(WALL) ASSEMBLY KIT

#NORD-CUS -10X10

FIG.6.1.3

1. PLACE THE SOLID WALL ASSEMBLY
(NORD-CUS-1.0) FLAT ON TABLE OR ON
48" 7/16 !;

GROUND FACING FRONT (FIG.6.1.1)

MEASURE 14 7/16” FROM THE RIGHT
BOTTOM OF WALL POST.

14”7 7/16

FIG.6.1.1

2. ON TOP OF THE 14 7/16” MEASUREMENT MARK, PLACE THE GATE
HINGE PLATE (NORD-CUS-017) AND SECURE IT BY PUTTING THE
5/16” X 1” LG DRILLING SCREWS (FIG.6.1.2)

3. AFTER PLACING THE THE FIRST HINGE TO THE WALL PANEL
ASSEMBLY, MEASURE 48 7/16” FROM THE RIGHT BOTTOM OF THE
WALL POST (FIG.6.1.3) ATTACH THE TOP HINGE USING THE 5/16” X
1” LG DRILLING SREWS (FIG. 6.1.2)

*ﬁ"?"-‘
R
o
5/16” x 1” DRILLING SCREW GATE HINGE PLATE
PLATE No. of Pieces: 22 No. of Pieces: 2
#NORD-TRIG-04 #NORD-CUS-017

#NORD-CUS-1.0
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BREAK-A-WAY B e e
BASE MOUNTING SYSTEM

FIG.7.1.2
1. WITH SOLID WALL PANEL ASSEMBLY (NORD-CUS-3.0, 2.0

&/OR /1.0) FLAT ON THE TABLE OR ON THE GROUND FACING,
SMOOTH SIDE UPWARD (FIG.7.1.2). PLACE THE CORNER MOUNT
BREAKAWAY (NORD-CUS-024) UNDER (FIG. 7.1.1) THE CORNER
POSTS AS TO BE FLUSH WITH THE ANGLE SUPPORT UNDER POST
LOCKING INTO TO POST CAP (NORD-CUS-020)

2. WITH BREAK-A-WAY BRACKET (NORD-CUS-024) IN PLACE,
SECURE IT BY PUTTING THE 5/16”X1” LG DRILLING SCREWS IN 4
TOP HOLES.(FIG.7.1.3)

3. REPEAT STEPS 1 AND 2 TO ALL WALL POSTS ON ENCLOSURE
(FIG.7.1.4) MOUNTING TO CEMENT BASE

FIG.7.1.3

FIG.7.1.1

FIG.7.1.4

—

SOLID GATE SIDE PLATE 5/16” x 1" DRILLING SCREW WALL PANEL BREAK-A-WAY MOUNTS
No. of Pieces: 3 No. of Pieces: 22 #NORD-CUS-024
#NORD-CUS-3.0, 2.0, 1.0 #NORD-TRIG-04 NUMBER PCS. 8
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10FT X 10FT STANDARD LAYOUT
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ELEVATION VIEW
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